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Release Oil         

Product Features:

• A fast acting penetrant with graphite.

• Aggressive solvents penetrate deep into seized 
components while oils and graphite lubricate and  
prevent re-rusting.

• Helps to free corroded nuts, bolts and seized 
mechanical parts.

Direction of use:

1. Shake can well before use.

2. Apply to corroded part.

3. Allow part to soak for several minutes.

4. Re-apply as required.

Handling:

• Caution pressurised container: protect from  
sunlight and other heat sources.

• Refer to Material Safety Data Sheet.

Shelf Life:

• 3 years from date of manufacture.

• Manufacture date can be identified as follows:

UPDATED: 29-09-2021

Typical Inspection Data:

Appearance Dark grey

Moove Lubricants Ltd.  Dering Way, Gravesend, Kent DA12 2QX, England.
Tel: +44 (0)1474 564 311, Fax: +44(0)1474 333 000 Email: sales@commaoil.com www.CommaOil.com

1st Letter-Year 2nd Letter-Month 2 Numbers 
-Day Time

2020 A Jan A

Number 
denotes the 
day of the 

Month

Time in  
24 hour 

format: hour 
and minutes 

e.g. 16:05

2021 B Feb B

2022 C Mar C

2023 D Apr D

2024 E May E

2025 F Jun F

2026 G Jul G

2027 H Aug H

2028 J Sep J

2029 K Oct K

2030 L Nov L

2031 M Dec M


